Book 900 - Amendments

<table>
<thead>
<tr>
<th>Version</th>
<th>Date</th>
<th>Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>V2.0</td>
<td>19/06/2018</td>
<td>Book 900 Issued For Use</td>
</tr>
<tr>
<td>V2.1</td>
<td>14/08/2018</td>
<td>Book 900 Back drafted &amp; Re-Issued For Use</td>
</tr>
<tr>
<td>V2.2</td>
<td>07/06/2019</td>
<td>Book 900 Back drafted &amp; Re-Issued For Use</td>
</tr>
<tr>
<td>V2.3</td>
<td>16/08/2019</td>
<td>Book 900 901.04 Note amended &amp; Re-Issued For Use</td>
</tr>
</tbody>
</table>
Banners and Flags Specification

Index

900.00 Banners and Flags Specification

   900.00 Cover page
   900.01 Index
   900.02 General notes

901.00 Banners and Flags Specification

   901.00 Banners and Flags Location Map
   901.01 Banners and Flags Location Map
   901.02 Multifunction Pole - Large Fabric Banners
   901.03 Multifunction Pole - Medium Fabric Banners
   901.04 One Sided Vinyl Banners
   901.05 Double Sided Vinyl Banners - Type 1
   901.06 Street-wide Vinyl Banners - Type 1
   901.07 Triangular Vinyl Banners
   901.08 Fabric Flags
   901.09 Double Sided Vinyl Banners - Type 2
Banners and Flags Specification

General Notes

1. Approval for banners and/or flags must comply with City of Perth policy guidelines.

2. Installations and removal of banners/flags will be carried out by the City of Perth & It's approved Contractors.

3. Banners/flags must be professionally manufactured and meet City design guidelines.

4. We recommend that your supplier uses heavy-duty vinyl material production to guard against strong winds, with the exception of sites F(X), K1, T1, T2, T3a, M3, W1 & W2 for which we recommend your supplier uses a heavy weight trilobal cloth.

5. Printing should be run at a high pass. Printing on trilobal, ink may need to be tested and set to penetrate the cloth material.

6. Please note that the City of Perth is not responsible for any weather damage to banners or flags.

7. Any artwork with the City of Perth logo featured should be approved by City of Perth Corporate Communications via your sponsorship contact or at ccu@cityofperth.wa.gov.au
Banners and Flags Location Map

**KINGS PK RD, MOUNTS BAY RD, CAUSEWAY AND BARRACK SQUARE**
FLAG SITES F1 TO F3

**KINGS PK RD, THOMAS RD TO FRASER AVE SITE K1**

**FORREST PLACE, MURRAY ST MALL, HAY ST MALL AND WILLIAM ST BANNER SITES M1 TO M4**

**NORTHBRIDGE PIAZZA BANNER SITE N1**

**JAMES ST, WILLIAM ST, NORTHBRIDGE AND BARRACK ST STREETWIDE BANNER SITES S1 AND S3**

**ST GEORGES TCE AND ADELAIDE TCE BANNER SITES T1 TO T5**

**WELLINGTON ST (ELDER ST TO WILLIAM ST) SITE W1 AND W2**
Notes:
1. Tape loops must be attached to resist tensile loads of 50kg ea.
2. Webbing material to be high density polyester webbing 25x3.0mm
3. All dimensions to tape loops are to the centre of tape loop attachment.
4. For General Notes refer Design and Construction Note 900.01.
Notes:
1. Tape loops must be attached to resist tensile loads of 50kg ea.
2. Webbing material to be high density polyester webbing 25x3.0mm
3. All dimensions to tape loops are to the centre of tape loop attachment.
4. For General Notes refer Design and Construction Note 900.01.

These banners are used in the following locations:
K1 - 44 banners on Kings Park Rd

Design and Construction Note
901.03
Banners and Flags Specification
Multifunction Pole
Medium Fabric Banners
Version 2.2 - 16/08/2019

Material:
Premium Satin, Density 135g/sq.m (or knitted polyester equivalent)

These banners are used in the following locations:
K1 - 44 banners on Kings Park Rd

Notes:
1. Tape loops must be attached to resist tensile loads of 50kg ea.
2. Webbing material to be high density polyester webbing 25x3.0mm
3. All dimensions to tape loops are to the centre of tape loop attachment.
4. For General Notes refer Design and Construction Note 900.01.

These banners are used in the following locations:
K1 - 44 banners on Kings Park Rd

Material:
Premium Satin, Density 135g/sq.m (or knitted polyester equivalent)
Notes:

1. Anchor bolt rope tape must be 10mm to fit banner attachment.
2. For General Notes refer Design and Construction Note 900.01.
Banners and Flags Specification

Double Sided Vinyl Banners
Type 1

Version 2.2 - 16/08/2019

Notes:
1. Anchor bolt rope tape must be 10mm to fit banner attachment.
2. For General Notes refer Design and Construction Note 900.01.
**Design and Construction Note**

**Banners and Flags Specification**

**Street-wide Vinyl Banners Type 1**

Version 2.2 - 16/08/2019

---

**THESE BANNERS ARE USED IN THE FOLLOWING LOCATIONS:**

S1 - 1 BANNER ON WILLIAM ST

---

**STEEL SUPPORTING CABLE AND SHACKLES SUPPLIED BY THE CITY OF PERTH**

**12mm EYELETS TO BE 30mm FROM TOP OF BANNER TO TOP OF EYELET AND SPACED 500mm APART - REFER DETAIL 1**

**SEAM AT TOP AND BOTTOM TO HAVE 12mm DIAMETER POLY PROP ROPE WITH MBS 8.4KN SEWN INTO IT AND 5m OF ROPE AT EACH END**

**HEAVY DUTY VINYL DOUBLE SIDED PRINTING**

**FRONT VIEW**

**12mm POLY. PROP. ROPE**

**12mm EYELET - 500mm CTS.**

**10mm HEM TOP AND BOTTOM**

---

**Notes:**

1. Distance between poles at S2 = 13.25m
2. For General Notes refer Design and Construction Note 900.01.
Notes:

1. The poles at the existing locations are 10.2m high.
2. For General Notes refer Design and Construction Note 900.01.
Fabric Flags

40mm FLAG TAPE
THIS SIDE ONLY

ATTACHED TO POLE
THIS SIDE

12mm HEM
DOUBLE STITCH
ALL ROUND

TRILOBAL CLOTH
(OR KNITTED POLYESTER EQUIVALENT)
GRAPHIC PRINTED ON ONE SIDE
SUGGEST HIGH PASS PRINTING

12mm ROPE STITCH INTO HEM.
ENTIRE SPINE OF FLAG. LOOP
& DOUBLE BACK 85mm

12mm ROPE

40mm FLAG TAPE
THIS SIDE ONLY

SISTER CLIP ATTACHED
TO END OF ROPE

SISTER CLIP ATTACHED
TO END OF ROPE

Notes:

1. Provide 2x sister clips for mounting flags on to poles.
2. For General Notes refer Design and Construction Note 900.01.

THESE FLAGS ARE USED IN THE FOLLOWING LOCATIONS:
F1 - 13 FLAGS KINGS PARK RD
F2 - 14 FLAGS MOUNTS BAY RD
F3 - 7 FLAGS CAUSEWAY
These banners are used in the following locations:
H1 - 6 banners on Hampden Road

HAMPDEN ROAD BANNER POLE

FRONT VIEW

Notes:
1. For General Notes refer Design and Construction Note 900.01.