4.0 LIFTING OF PAVERS

When lifting off pavers, the pavers should be stacked neatly on the footpath in a location, which will not unduly compromise the safe passage of pedestrians, or obstruct access to businesses and should be suitably barricaded to the approval of the City of Perth Works and Services.

If a suitable site location cannot be provided, pavers must be stored off site in a secure location, inaccessible to the public and to the approval of City of Perth Works and Services.

5.0 REMOVAL OF EXCAVATED MATERIAL

Any excavated material shall be separated and stockpiled separately if the excavated materials are to be used for reinstatement. If not, excavated material must be removed from the site and appropriately disposed of, by the applicant.

6.0 BACKFILLING AROUND DUCTS, PIPES OR CABLES

Prior to backfill operations, all loose rubbish and foreign material should be removed from the trenches.

Sand backfill should be placed around the ducts, pipes or cables and compacted by mechanical means or by watering in.

7.0 TRENCH BACKFILLING

Trenches must be backfilled with limestone and compacted in layers not more than 150mm thick with mechanical rammers to 95% Modified Density, in accordance with AS1289.

8.0 PAVING REINSTATEMENT

Reinstatement of pavement will be particular to the Urban Center which works are being carried out in. Refer the Design and Construction Note specific to the Urban Center related to the works.

If the City of Perth Work and Services Unit is to reinstate the pavement, the applicant shall pay the cost of the works as per a quote from the Construction Supervisor prior to commencement of the reinstatement works.

9.0 MAINTENANCE PERIOD

The applicant is responsible for the cost of any maintenance of the reinstatement works for a period of 12 months from completion, to a standard that is acceptable to the City of Perth, if the reinstatement is carried out by the applicant.

Where the applicant is required to undertake additional works due to a defect occurring during the maintenance period, the maintenance shall be extended for 3 months from when the Manager, Works and Services is notified of the completion of the additional works or to the end of the original maintenance period, whichever is longer.