WEIGHT OF VEHICLES AND MACHINERY

Only vehicles and machinery listed on this page are permitted into the Malls, subject to the following restrictions:

VEHICLES AND MACHINERY

- Types 1, 2 & 3, no bond required;
- Greater than Type 3 and less than Type 4, and without outriggers, bond of $1000 per linear metre of vehicle length. Must travel on suitable plinths and the tyres must also be on suitable plinths once stationary;
- Greater than Type 3 and less than Type 4, with outriggers, bond of $2000 per linear metre of vehicle length. Must travel on suitable plinths and the tyres must also be on suitable plinths once stationary.

OUTRIGGERS

- Outriggers must be placed on suitable plinths only and the minimum plinth size must be 750x750x75mm for a point load of 2.7 tonne;

**Type 1**

GROSS VEHICLE MASS (GVM) NOT TO EXCEED 5 TONNE

**Type 2**

GROSS VEHICLE MASS (GVM) NOT TO EXCEED 14 TONNE

**Type 3**

GROSS VEHICLE MASS (GVM) NOT TO EXCEED 20 TONNE

**Type 4**

GROSS VEHICLE MASS (GVM) NOT TO EXCEED 34 TONNE, AND MUST BE ON SUITABLE PLINTHS ONCE STATIONARY