10.0 REINSTATEMENT OF ROADWAY

The applicant should reinstate the roadway, to comply with the details provided in this specification and to the satisfaction of the City of Perth Maintenance Supervisor. All work associated with the reinstatement of the roadway should comply with the requirements and details specified in the St Georges Tce Design and Construction Notes as well as all MRWA specifications.

Red bitumen: When resurfacing within red bitumen areas, the colour and mix to be as specified by Main Roads WA. Extent of red bitumen (lane width) to be reinstated as previously existed. Ensure clean neat joint be reinstated at juncture of red and black bitumen.

Typical cross-section of the roadway pavement is shown below.

10.1 MRWA Specifications

Reinstatement of roadway must comply with the MRWA specifications:

Specification 501 - Pavements
Specification 503 - Bituminous Surfacing
Specification 504 - Asphalt Wearing Course
Specification 510 - Full Depth Asphalt Pavement

These specifications can be acquired by contacting Main Roads WA or by visiting their website: www.mainroads.wa.gov.au

10.2 Surface Markings

All surface markings (e.g. traffic lane lines) are to be reinstated as previously existed to Main Roads WA (MRWA) specification. MRWA approval may be required from the following contact:

MRWA Traffic Services Coordinator.
Ph. 9323 4607